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to the Administrator for approval upon 
request, a site-specific monitoring plan 
that addresses paragraphs (c)(1)(i) 
through (vi) of this section. You must 
submit this site-specific monitoring 
plan, if requested, at least 60 days be-
fore your initial performance evalua-
tion of your CMS. This requirement to 
develop and submit a site-specific mon-
itoring plan does not apply to affected 
sources with existing CEMS or COMS 
operated according to the performance 
specifications under appendix B to part 
60 of this chapter and that meet the re-
quirements of § 63.11224. 

(i) Installation of the CMS sampling 
probe or other interface at a measure-
ment location relative to each affected 
process unit such that the measure-
ment is representative of control of the 
exhaust emissions (e.g., on or down-
stream of the last control device); 

(ii) Performance and equipment spec-
ifications for the sample interface, the 
pollutant concentration or parametric 
signal analyzer, and the data collection 
and reduction systems; and 

(iii) Performance evaluation proce-
dures and acceptance criteria (e.g., 
calibrations). 

(iv) Ongoing operation and mainte-
nance procedures in accordance with 
the general requirements of 
§ 63.8(c)(1)(ii), (c)(3), and (c)(4)(ii); 

(v) Ongoing data quality assurance 
procedures in accordance with the gen-
eral requirements of § 63.8(d); and 

(vi) Ongoing recordkeeping and re-
porting procedures in accordance with 
the general requirements of § 63.10(c) 
(as applicable in Table 8 to this sub-
part), (e)(1), and (e)(2)(i). 

(2) You must conduct a performance 
evaluation of each CMS in accordance 
with your site-specific monitoring 
plan. 

(3) You must operate and maintain 
the CMS in continuous operation ac-
cording to the site-specific monitoring 
plan. 

[76 FR 15591, Mar. 21, 2011, as amended at 78 
FR 7506, Feb. 1, 2013] 

INITIAL COMPLIANCE REQUIREMENTS 

§ 63.11210 What are my initial compli-
ance requirements and by what 
date must I conduct them? 

(a) You must demonstrate initial 
compliance with each emission limit 
specified in Table 1 to this subpart that 
applies to you by either conducting 
performance (stack) tests, as applica-
ble, according to § 63.11212 and Table 4 
to this subpart or, for mercury, con-
ducting fuel analyses, as applicable, ac-
cording to § 63.11213 and Table 5 to this 
subpart. 

(b) For existing affected boilers that 
have applicable emission limits, you 
must demonstrate initial compliance 
with the applicable emission limits no 
later than 180 days after the compli-
ance date that is specified in § 63.11196 
and according to the applicable provi-
sions in § 63.7(a)(2), except as provided 
in paragraph (j) of this section. 

(c) For existing affected boilers that 
have applicable work practice stand-
ards, management practices, or emis-
sion reduction measures, you must 
demonstrate initial compliance no 
later than the compliance date that is 
specified in § 63.11196 and according to 
the applicable provisions in § 63.7(a)(2), 
except as provided in paragraph (j) of 
this section. 

(d) For new or reconstructed affected 
boilers that have applicable emission 
limits, you must demonstrate initial 
compliance with the applicable emis-
sion limits no later than 180 days after 
March 21, 2011 or within 180 days after 
startup of the source, whichever is 
later, according to § 63.7(a)(2)(ix). 

(e) For new or reconstructed oil-fired 
boilers that combust only oil that con-
tains no more than 0.50 weight percent 
sulfur or a mixture of 0.50 weight per-
cent sulfur oil with other fuels not sub-
ject to a PM emission limit under this 
subpart and that do not use a post- 
combustion technology (except a wet 
scrubber) to reduce particulate matter 
(PM) or sulfur dioxide emissions, you 
are not subject to the PM emission 
limit in Table 1 of this subpart pro-
viding you monitor and record on a 
monthly basis the type of fuel com-
busted. If you intend to burn a new 
type of fuel or fuel mixture that does 
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not meet the requirements of this para-
graph, you must conduct a perform-
ance test within 60 days of burning the 
new fuel. 

(f) For new or reconstructed affected 
boilers that have applicable work prac-
tice standards or management prac-
tices, you are not required to complete 
an initial performance tune-up, but 
you are required to complete the appli-
cable biennial or 5-year tune-up as 
specified in § 63.11223 no later than 25 
months or 61 months, respectively, 
after the initial startup of the new or 
reconstructed affected source. 

(g) For affected boilers that ceased 
burning solid waste consistent with 
§ 63.11196(d) and for which your initial 
compliance date has passed, you must 
demonstrate compliance within 60 days 
of the effective date of the waste-to- 
fuel switch as specified in § 60.2145(a)(2) 
and (3) of subpart CCCC or § 60.2710(a)(2) 
and (3) of subpart DDDD. If you have 
not conducted your compliance dem-
onstration for this subpart within the 
previous 12 months, you must complete 
all compliance demonstrations for this 
subpart before you commence or re-
commence combustion of solid waste. 

(h) For affected boilers that switch 
fuels or make a physical change to the 
boiler that results in the applicability 
of a different subcategory within sub-
part JJJJJJ or the boiler becoming 
subject to subpart JJJJJJ, you must 
demonstrate compliance within 180 
days of the effective date of the fuel 
switch or the physical change. Notifi-
cation of such changes must be sub-
mitted according to § 63.11225(g). 

(i) For boilers located at existing 
major sources of HAP that limit their 
potential to emit (e.g., make a physical 
change or take a permit limit) such 
that the existing major source becomes 
an area source, you must comply with 
the applicable provisions as specified in 
paragraphs (i)(1) through (3) of this sec-
tion. 

(1) Any such existing boiler at the ex-
isting source must demonstrate com-
pliance with subpart JJJJJJ within 180 
days of the later of March 21, 2014 or 
upon the existing major source com-
mencing operation as an area source. 

(2) Any new or reconstructed boiler 
at the existing source must dem-
onstrate compliance with subpart 

JJJJJJ within 180 days of the later of 
March 21, 2011 or startup. 

(3) Notification of such changes must 
be submitted according to § 63.11225(g). 

(j) For existing affected boilers that 
have not operated between the effec-
tive date of the rule and the compli-
ance date that is specified for your 
source in § 63.11196, you must comply 
with the applicable provisions as speci-
fied in paragraphs (j)(1) through (3) of 
this section. 

(1) You must complete the initial 
compliance demonstration, if subject 
to the emission limits in Table 1 to 
this subpart, as specified in paragraphs 
(a) and (b) of this section, no later than 
180 days after the re-start of the af-
fected boiler and according to the ap-
plicable provisions in § 63.7(a)(2). 

(2) You must complete the initial 
performance tune-up, if subject to the 
tune-up requirements in § 63.11223, by 
following the procedures described in 
§ 63.11223(b) no later than 30 days after 
the re-start of the affected boiler. 

(3) You must complete the one-time 
energy assessment, if subject to the en-
ergy assessment requirements specified 
in Table 2 to this subpart, no later than 
the compliance date specified in 
§ 63.11196. 

[76 FR 15591, Mar. 21, 2011, as amended at 78 
FR 7507, Feb. 1, 2013] 

§ 63.11211 How do I demonstrate ini-
tial compliance with the emission 
limits? 

(a) For affected boilers that dem-
onstrate compliance with any of the 
emission limits of this subpart through 
performance (stack) testing, your ini-
tial compliance requirements include 
conducting performance tests accord-
ing to § 63.11212 and Table 4 to this sub-
part, conducting a fuel analysis for 
each type of fuel burned in your boiler 
according to § 63.11213 and Table 5 to 
this subpart, establishing operating 
limits according to § 63.11222, Table 6 to 
this subpart and paragraph (b) of this 
section, as applicable, and conducting 
CMS performance evaluations accord-
ing to § 63.11224. For affected boilers 
that burn a single type of fuel, you are 
exempted from the compliance require-
ments of conducting a fuel analysis for 
each type of fuel burned in your boiler. 
For purposes of this subpart, boilers 
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